


Installation

Press "MENU" button to enter the MAIN MENU. 

Press "OK" button to highlight "Digital TV". 

Press "UP" or "DOWN" button to select the 
"Installation",and press "OK" button to confirm.
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GETTING STARTED

Switching on for the first time

Turn on your TV set and select the SCART input (with the AV key, or simular on the television 
remote control). 
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Plug the Set Top Box into the mains supply. The power indicator on the panel is green.
Then the "First Time Installation" menu appears. Press "LEFT" and "RIGHT" button to choose
"OSD Language" and "Area".

Press "OK" button to start the first time installation.

The following message is displayed.

Press "LEFT" and "RIGHT" button to highlight "Yes" and then press "OK" button.
The system starts to search all channels for available radio and TV stations.
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INFO: Operation guide

Channel Manager

Installation

Configuration

Software Upgrade

Factory Default

Version

Digital TV

INFO: Operation guide

Auto Search

Manual Search

Area Search

Installation

? Do you want to install?

Yes No

Area                                 xxxxxx 

English 
xxxxxx
xxxxxx
xxxxxx

OSD Language English

Init Install

INFO: Operation guide
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GETTING STARTED

1

2

   Menu
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Auto Search

Press "MENU" button to enter the Main Menu. 

Press "DOWN" button to Select the Installation.

Press "OK" button to "Auto Search".

Area Search

Press "UP" or "DOWN" button to highlight the 
"Area Search" . 

Press "OK" button to enter the "Area Search" .
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A Area Search window will displayed, 
Press the numeric buttons to "Start Freq(KHZ)"

Press "DOWN" button to "End Freq(KHZ)" and enter 
a frequence.  

Press "DOWN" buttonto "BandWith",Use "RIGHT"
button to choose the "BandWidth".   
 
Press "OK" button to "Area Search".  

Select the Manual Search and press "OK" button to 
confirm . 

Press "RIGHT" button to select the Channel Name list. 

Press "UP" or "DOWN" button to highlight the Number.

Press "OK" button to confirm the Channel Name. 
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You can change the frequence and bandwidth 
by choosing the "Area ".
Select the configuration menu, set the "Area" 
at the "System Setup " or choose the Area when 
the initialization of the STB.  

NOTE

Manual Search

INFO: Operation guide

Area Search

Manual Search

Auto Search

Installation

S.No. TV Channel

Channel Search

S.No. Radio Channel

Channel   xx UHF                        xxxxxxKHz/8M      

Progress 86%

Channel Name 21

INFO: Operation guide

Manual Search

Freq(KHz)
BandWidth

474000
    8M

21
22
23
24
25
26
27
28
29

Strength                                        20%
Quality                                      2%

474000

Start Freq(KHZ) 474000

End Freq(KHZ) 

INFO: Operation guide

Area Search

BandWidth 8M
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OPERATION

Press "OK" button to enter the "QUICK SELECT".

Press "UP" or "DOWN" button to select channel . 

Press "INFO" button to display the navigation window.

Perform the correlative operation with the guide.  

Organize Channel  

1

Channel Manager

Enter the channel list number directly by remote control to select desired channel.

Selection by Channel  list

Selection by Number

Press "MENU" button to enter "Main Menu".  

Press "OK" button third to enter "Channel Organizer".

Press "UP" or "DOWN" button to a channel for "Organize 
selection".

Press "INFO" button,then perform the correlative operation
with the guide .
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Channel Sorting  

Press "MENU" button to enter "Main Menu".  

Press "OK" button twice to enter Channel Manager.

Press "CH+/CH-" button to select "Channel Sorting".

Press "OK" button to enter the "Channel Sorting" window.

Press "INFO" button,then do the correlative operation
with the guide. 
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NOTE
The default  password  for
Lock  and  Deletion  is "0000".
The  super  password  is "8888".
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Changing Channel 

INFO: Operation guide

Channel Organizer

0001       BBC ONE
0002       BBC  TWO
0007       BBC  THREE
0011       SKY  THERR
0012       UKTV History
0030       CCBC Channel

England                 Rowridge                666000KHz/8M

S.No       Channel name   Fav  Move  Lock Del

INFO: Operation guide

  Channel Sorting

S.No       Channel Name      Freq          Bandwidth
0102      Teletext cars           546000k            8M
0500      TPS                           546000K            8M
0723      talksport                  562000k            8M
0724      3C                             562000K           8M
0725      Premier Radio         562000K           8M

First Option           All Area
Second Option     Scramble
Third Option         LCN-

Greece
Austrialia
All Area

INFO: Operation guide

QUICK SELECT

None

0104      Channel Name
0100      Teletext  on 4
0083      Sky Spts News
0082      Sky  News

INFO: Operation guide

S.No.         Channel  Name
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RED button: For fav selection                     
GREEN button : For move selection
YELLOW button: For lock selection    
BLUE button: For delete selection
        



OPERATION
Channel Manager (Continued)
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Press "MENU" button to enter the Main Menu.  

Press "OK" button twice to enter Channel Manager.

Press "UP" and "DOWN" button to highlight "Channel 
Grouping".

Press "OK" button to select the "Channel Grouping".

Press "UP" and "DOWN" button to select channel.

Press the numberic button to group the selected channel.

Press "INFO" button ,then choose the correlative operation
with the guide.             

Delete All 
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Press "MENU" button to enter the "Main Menu".  

Press "OK" button twice to select the "Channel Manager".

Press "UP" and "DOWN" button to highlight  the "Delete  All"

Press "OK" button, a password window will display,
enter the password. The super password is "8888".

Press "INFO" button ,then choose the correlative operation
with the guide.             

RECORD

NOTE
              YOU would better collect the hard disk to the STB through the USB slot before recording. The hard disk of PCI,
              NUSLIM-NEC CHIP, Moving Star, AL cormicro, SAMSUNG, HITACHI had passed the stability test of the USB 2.0,
              So some may not be succeed  to record. Be sure the hard disk has enough space to record . A partition error 
              would made when the STB lost  the power at the recording. You can repair or format the hard disk to resolve.
              The STB only supply the FAT format of HDD. 
              

You can record the current TV program to the Hard Disk by pressing the "RECORD "button.
Press the "stop" button to display an interactive window and choose to stop it or not.

Channel Grouping

1      None
2      News
3      Scien
4      Sport
5      Movi
6      Kids
7      Music
8      Fashi

S.No   Channel Name    Fav   Group

INFO: Operation guide

Channel Grouping

0102    Teletext Cars
0500    TPS
0723    talkSPORT
0724    3C
0725    Premier Radio
0728    Heart

Channel List

INFO: Operation guide

All TV Channels

All Radio Channels

Delete All
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Many aspects of your STB can be set to reflect your circumstances and preference. The Configuration  
menu screen is accessed from main menu.  The Configuration contains OSD, TV, System Setup,Time, 
Wakeup Timer, Parental Lock.  All the setting will be effective perform after quitting the main menu.   

OSD Set up

SYSTEM SET-UP

TV Set up

System Set up

2

3

1

This menu allows to set the OSD information based on 
the viewer preference . 

      Enter the OSD menu, press "LEFT" or "RIGHT" button 
       to select the desired option.

      Press "UP" or "DOWN" button to highlight the next option.

      Press "OK" button to set.
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This menu allows to set the TV information based on 
the viewer preference . 
      
1

2

3

This menu allows to set the System information based on 
the viewer preference . 
      

Time

This menu allows to set  the Time information based on 
the viewer preference. 
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NOTE
When the"Time on OSD "is on, the function of subtitle is
automatic off .

EQ Setup Standard

INFO: Operation guide

System Setup

Surround
Active Antenna
JPEG Effect
LCN
Area

    OFF
    OFF
    ON
    ON
England

Standard
Classic
Rock
Jazz
POP

EQ Setup Standard

INFO: Operation guide

System Setup

Surround
Active  Antenna
JPEG  Effect
LCN
Area

  OFF
  OFF
  ON
  ON
England

Standard
Classic
Rock
Jazz
POP

Timer Mode Auto

INFO: Operation guide

     Time

Date
Time

Summer Time
GMT Offset

01/01/2000
     01:37

OFF
    Auto
    

Auto
Manual

INFO: Operation guide

TV

Aspect Ratio
Video Output
Brightness
Contrast
HUE
Saturation

4:3PS
RGB
80%
80%
0
0

Auto
PAL
NTSC

Display Mode PALEnter the TV menu, press "LEFT" or "DOWN" button 
to select the desired option.

Press "UP" or "DOWN" button to highlight the next option.

Press "OK" button to set.

Enter the System Setup menu, press "LEFT" or "DOWN" button 
to select the desired option.

Press "UP" or "DOWN" button to highlight the next option.

Press "OK" button to set.

Enter the Time menu, press "LEFT" or "RIGHT" button 
to select the desired option.

Press "UP" or "DOWN" button to highlight the next option.

Press "OK" button to set.
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OSD Theme1

INFO: Operation guide

OSD

Time on OSD
OSD Timeout
OSD Trans
OSD Language
MP4 Subtitle Langua
MP4 Sub codepage
1st Audio Language
2st Audio Language

ON
1sec
10%
English
English
8859
English
English

Themel
Theme2
Theme3
Theme4
Theme5



Wakeup Timer

SYSTEM SET-UP

Parental Lock

This menu allows to set the Wakeup Timer information based 
on the viewer preference . 
There are 2 ways to enter the Wakeup Timer menu.
      

1

2
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This menu allows to set the TV information based on 
the viewer preference . 
      Enter the Parental Lock menu, press "LEFT" or "RIGHT" 
      button to select  the desired option.

      Press "UP" or "DOWN" button to highlight the next option.

      Press "OK" button to set.

NOTE
The default password for
Lock and Deletion is "0000".
The super password is "8888".

Press "BLUE" button can enter Wakeup Timer menu directly. 

Entering through the main menu:

Entering through the BLUE button:

Press "MENU" button to enter the "Main Menu". 
Press "OK" button to enter the "Digital TV".
Press "UP" and "DOWN" button to highlight the 
"configuration".
Press "OK" button to enter the "configuration".
Press "UP" and "DOWN" button to select "Wakeup timer".
Press "OK" button to enter the "Wakeup Timer" menu, 
Press "LEFT" or "RIGHT" button to select the desired option.
Press "UP" or "DOWN" button to highlight the next option.
Press "OK" button to set.         

NOTE

When you complete your setup,
you must exit all menus ,then 
system will save your setup.

Timer NO 1

INFO: Operation guide

Wakeup Timer

Timer  Mode
Wakeup Mode
Wakeup Channel
Wakeup Date
On Time  
Duration
Default Partition

  Off
Message
BBC FOUR
01/01/2000
01:42
00:00
/sda 1

1
2
3
4
5
6
7

Enter password

Parental Lock

   Enter Old Password
   
   Enter New Password

   Confirm New Password
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Software Upgrade

TOOLS

We offer the function for user to upgrade software version by USB 
device .

Press "MENU" button to enter the "Main Menu" window.

Press "OK" button to select the "Digital  TV".

Press "UP" or "DOWN" button to select the Software Upgrade.

Press "OK" button to enter  the download route,
choose the correct upgrade file .

Press "OK" button to upgrade.                     

Factory Default

This  function allows you to re-set the STB back to factory settings, clear 
all existed channels.

Enter "Digital TV" menu, select "Factory Default", press "OK" button, 
you are asked to input a password.

Input a correct password using the numeric buttons(the super 
password is "8888"), a confirmation window is displayed.

Select "Yes" to return back to factory settings and clear all 
channels.  Select "No" to cancel back to factory settings.

Press "EXIT" button to exit .

Version

  The Version menu can display some parameters of this STB.

1

2

3

4

              Enter the "Digital TV" menu, select the Version, press "OK"
              button, the Version window will be displayed.

Games

 This function allows you to play game on the STB.

       Press "MENU" button to display the Main Menu, 
       move the cursor to select the Games item, press 
       "OK" button to confirm .  
         
       Press "OK" button to enter the "Native Games".
       Press "EXIT" button to exit.

1

1

2

We also offer the function for users to download and upload channel 
data by USB device.

High light "Download channel data" item, press "OK" button to download channel list named 
"channeldata. bin" in USB Device.

High light "Upload  channel dat" ,press "OK" button to enter USB Device and select file
"channeldata. bin" then press "OK" button to upload channel list to flash.

1

1

2

2

3

4

5

1.Read Date [OK]

USB Upgrade

2.Check Checksum [OK]

3.Update FLASH

4.Restart  System

3.Update FLASH

INFO: Operation guide

Channel Manager

Installation

Configuration

Software Upgrade

Factory Default

Version

Digital  TV

Enter password

?

Do you want to perform 
        factory default??

NoYes

    Version

H/W version      DVB-T Vx.x
S/W version       xxxxxx_Vx.x
F/W version       xxx_xxx_xxxx_xxxx_xxx
Checksum          xxxxxxxx

INFO: Operation guide

Box Man

Tetris

Hit Rat

Native Games
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Movie Playing  

This function allows you to play video , audio or photo files from USB port.     

Press "MENU" button to display the "Main Menu" window.
  
Select the "Movie". Move the cursor to enter the route of 
the desired video files. 

Press the "OK" button to play the desired video files.
                    

Music Playing  

Press "MENU" button to display the "Main Menu" window. 

Select the "Music". Move the cursor to enter the route of 
the desired audio files.

Press the "OK" button to play the desired audio files.
                    

Photo Playing  

Press "MENU" button to display the "Main Menu" window. 

Select the "Photo". Move the cursor to enter the route of
the desired photo files .

Press the "OK" button to play the desired photo files.
                    

Disk Manager  

Partition-Format

1

2

3

1

2

3

1

2

3

1

2

NOTE
Press "RED" button once, and then press        or        button , 
can zoom the photo at 2,3,4,1/2,1/3,1/4.

MULTIMEDIA PLAYING

Press "MENU" button to display the "Main Menu" window.  
Select the "Disk Manager". The Disk Manager window will  
displayed.
                    
Move "UP" or "DOWN" button to 
select the desired files.
Press the "Green" button to select 
play, delete one or delete all of the file.

Press "MENU" button to display the "Main Menu" window.  

Select the "Partition-Format". Press the "OK" button to enter  the 
Partition-Format menu Move the cursor to highlight  the  
desired HDD.

Press the "OK" button to format the partition.
                    

1

2

3

When play the multimedia files, make sure the USB is collected to the STB.
When select the "Movie"  , the STB just can play the video files or the recorded files.
When select the "Music"/"Photo", the STB just can play the audio files or the photo files.
The Disk Manager can perform the recorded files only. 

                    

NOTE

Delete  the  select  file?

?
NoYes

   Movie

0001/sda

   Music

0001/sda

   Photo

0001/sda

Disk  Manager

0001  BBC NEWS 24(06)
0002  E4+1(080317_1
0003  SKY THREE(0604
0004  SKY THREE(0604
0005  SKY THREE(0604
0006  SKY THREE(0604
0007  SKY THREE(0604
0008  SKY THREE(0604

PLAY/DEL/Rename

  Play

Partition-Format

0001/sda

Do you want to format  
this partition? ?

NoYes
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Time Shift

Time Shift
Initiate

Trickmodes

Stop the Time Shift

Time Shift can be done in viewing mode by pressing the  "TIME SHIFT "  
button.

Press "EXIT" button to stop Time Shift. Then, a confirmation  window appears, you are asked to save buffer or not
Select Yes to record Time Shift buffering.
Select No to viewing mode displaying the present  program.

Plugging an external Mass Storage Device on the USB port gives you access to Time Shift a broadcast 
programme.

Pause a broadcast programme and continue watching it later (Time Shift )
Record Time Shift.
When the space available on the Mass Storage Device runs out, recording operation of broadcast will stop.

During the playback, it is possible to perform the following actions :
Press "PLAY/PAUSE " button  to play/pause the playback
Press "FORWARD " button to fast forward the playback
Press "BACKWARD " button to rewind the playback

PAUSE-00:03:44

Do you want to save 
               buffer? ?

NoYes



In some region, the digital terrestrial signal may be weak. So you'd better use the antenna in which the 
booster was built,for watching the weak sinal channels.

TROUBLESHOOTING

Problem

Standby light not lit

No signal found

No picture or sound

Scrambled channel 
message

No response to remote 
control

Forgotten channel lock 
code

Forgotten menu lock 
code

The remote control will 
not operate your STB

After moving the STB to 
another room you find you 
are no longer able to
 receive digital reception 

Possible cause What to do

Mains lead unplugged 
Mains fuse blown

Aerial is disconnected 
Aerial is damaged/misaligned
Out of digital signal area

Tuned to digital teletext channel 

Channel is scrambled 

Receiver off
Handset not aimed correctly
Front panel obstructed 
Hand set batteries exhausted

(1) The batteries in your remote 
     control need replacing 
(2) There is an obstruction 
     blocking the signal path 
     between the remote control
     and the box. 

The aerial feed former new point
may come through a distribution 
system which may reduce the 
digital signal now received by the
box.

Check mains lead 
Check fuse 

Check aerial lead
Check aerial 
Check with dealer 

Reduce to another channel 

Select alternative channel

Plug in and turn on plug
Aim handset at front panel 
Check for obstructions
Replace handset batteries 

Re-install channels to cancel 
channel lock 

Contact help line

(1) Replace the batteries 
(2) Check that there is nothing in 
      the way of the path between
      the remote control and the 
      receiver

Try a direct feed from the antenna 
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TUNER & CHANNEL RF INPUT CONNECTOR x1
(IEC-TYPE, IEC169-2, FEMALE)

RF OUTPUT CONNECTOR x1
(IEC-TYPE, IEC169-2, MALE (LOOPTHROUGH))

FREQUENCY RANGE:               
174MHz~230MHz(VHF)&470MHz ~862MHz (UHF)

SIGNAL LEVEL: 
-15 ~ -70 dbm

DECODER

TRANSPORT STREAM            

PROFILE LEVEL                      

VIDEO FORMATS                    

 

AUDIO FORMATS

                       

VIDEO OUTPUT                      

                      MPEG-2 ISO/IEC 13818

INPUT RATE                                                 MAX. 15Mbit/s

 MPEG-2 MAIN PROFILE @MAIN  LEVEL

                    AUTO, 4:3PS, 4:3LB, 16:9 SWITCHABLE, 

RGB(DEFAULT) , CVBS

MPEG Layer I & II, 32 / 44.1 / 48KHz   Dobly AC-3(Digital out)

CONNECTION

MAIN POWER CABLE 

TUNER

SCART  

SPDIF  

DATA PORT 

FIXED TYPE

RF INPUTx1, RF LOOP THROUGH x1 

TO TV x1, TO VCR x1 

COAXIAL x1

USB2.0 x1

POWER SUPPLY

INPUT VOLTAGE 

POWER CONSUMPTION

AC220-240V ~ 50/60Hz

MAX. 10W

SPECIFICATIONS

   Design and Specifications are subject to change without notice. 








